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TYPICAL PARKING STALL DIMENSIONS {DEVELOPER OPTION)

GENERAL. NOTES:

1. BUMPER BLOCKS ARE REQUIRED TO BE PROVIDED ON ALL PARKING SPACES ABUTTING A PROPERTY LINE
UNLESS OPTION IS CHOSEN. IN NO CASE SHALL VEHICLES EXTEND COVER THE PUBLIC SIDEWALK OR
PROPERTY LINES.

2. NO PARKING SPACE SHALL BE LOCATED WHERE T wOULD BE NECESSARY FOR THE DRIVER TG BACK UP
ACROSS A PUBLIC SIDEWALK.

3.iF DEVELOPER CPTION IS SELECTED, CAR OVERHANG MAY NOT BE COUNTED AS REQUIRED LANDSCAPING AREA
OR SIDEWALK,

4. DIMENSIONS OF SPECIAL TYPES OF PARKING SPACES {OR REFER TO NORCO MUNICIPAL CODE SECTION 18.38):
° PARALLEL PARKING SPACE -~ 10-FT x 26-FT;
°LOADING SPACE — 12-FT x 25-FT WITH 15—-FT VERTICAL CLEARANCE;
® HANDICAPPED SPACE -~ MINIMUM REQUIREMENTS SET IN CALIFORNIA BUILDING CODE, CURRENT EDITION:
° SPACES ADJACENT TO WALL OR RAISED PLANTER OVER 18-INCH IN HEIGHT — 12~FT x 20-FT,
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